

Cisco


## QUESTION 1

A storage network engineer is implementing disk-array data replication between two SAN environments in two different data centers not connected via Fibre Channel. Which SAN switch feature must be implemented?
A. FCIP
B. zoning merge over LAN
C. VSAN scoping
D. IVR

Answer: A

## QUESTION 2

DRAG DROP
Drag and drop the boot issues from the left onto the correct solutions on the right.
Select and Place:
A. Mastered
B. Not Mastered

Answer: A

## QUESTION 3

Two stable fabrics have overlapping domains. After a switch from the first domain is joined to a switch from the second domain, both switches become isolated. What caused the problem?
A. The autoreconfigure option is disabled on both switches.
B. The autoreconfigure option is enabled on both switches.
C. The rcf-reject option is enabled on the interfaces.
D. The rcf-reject option is disabled on the interfaces.

Answer: A

## QUESTION 4

Which result occurs if a device alias is renamed and then the original device alias name is used in an add command in the same session?
A. Both commands execute successfully.
B. The device alias is renamed and the add command is moved to the rejected list.
C. Both commands are moved to the rejected list.
D. The rename command is moved to the rejected list and the add command executes successfully.

Answer: A

## QUESTION 5

Which configuration is needed to enable manual ESP mode for Fibre Channel TrustSec on Cisco MDS switches?
A. MDS(config)\# interface fc 1/1MDS(config-if)\# fcsp esp manual
B. MDS(config)\# fcsp esp manual
C. MDS(config)\# interface fc $1 / 1$ MDS(config-if)\# fcsp mode gcm MDS(config-if-fcsp)\# fcsp esp manual
D. MDS(config)\# interface fc $1 / 1$ MDS(config-if)\# fcsp esp manual MDS(config-if-fcsp)\# mode gcm

Answer: A

## QUESTION 6

DRAG DROP
Drag and drop the mechanisms of Cisco Secure Boot from the left into the correct order on the right.
Select and Place:
A. Mastered
B. Not Mastered

Answer: A
Full Access

